
Viega ProPress® 
Zero Lead™ Ball Valves

Only Viega offers a line of ball valves manufactured from 
a material specifically designed for Zero Lead press 
technology. Made from our unique silicon-bronze alloy, 
these ball valves provide the same quality, reliability and 
performance as all Viega press fittings. Installers  
can trust their connections with revolutionary  
Viega ProPress technology.

The patented Viega Smart Connect® feature helps 
installers easily identify unpressed connections during 
pressure testing. Available in sizes from ½" to 2", 

Introducing Viega Zero Lead ball valves

Viega Zero Lead ball valves are designed for use in 
lead-free potable water systems.  

• Zero Lead bronze body and connections
• A variety of configurations, P x P, P x FPT and  

P x Hose Thread 
• 316 stainless steel ball 
• Choice of P x P valve stem in Eco Brass® or  

stainless steel
• Certified to ASME A112.4.14-2004 and NSF-61G

Eco Brass® is a registered trademark of Chase Brass and Ingot Metal Co.

Zero Lead identifies Viega products meeting the lead-free requirements of NSF 61-G through testing under NSF/ANSI 372  
(0.25% or less maximum weighted average lead content).
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 Viega  ProPress  ball valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection
 - Full port

Components
Lockable metal handle, stainless  
steel ball, EPDM sealing elements

 Model  2971.1ZL

P1 P2 Wt [lb] Quantity Part No  DG Price
½ ½ 0.463 1 79920  8 49.20
¾ ¾ 0.622 1 79925  8 69.15
1 1 0.992 1 79930  8 85.11

1¼ 1¼ 1.512 1 79935  8 138.30
 *       1½ 1½  3.042 1 79940  8 191.49
 *         2 2 5.184 1 79945  8 305.85

New 

 Viega  ProPress  ball valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection
 - Full port

Components
Lockable metal handle,  
stainless steel ball and stem,  
EPDM sealing elements

 Model  2971.3ZL

P1 P2 Wt [lb] Quantity Part No  DG Price
½ ½ 0.458 1 79923  8 63.83
¾ ¾ 0.617 1 79928  8 79.79
1 1 1.014 1 79933  8 102.13

1¼ 1¼ 1.508 1 79938  8 191.49
 *       1½ 1½ 3.037 1 79943  8 305.85
 *         2 2  5.153 1 79948  8 438.83

New 

 Viega  ProPress  ball valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection, female pipe thread
 - Full port

Components
Lockable metal handle, stainless steel ball, 
EPDM sealing element

 Model  2971.4ZL

P FPT Wt [lb] Quantity Part No  DG Price
½ ½ 0.463 1 79970  8 59.84
¾ ¾ 0.630 1 79975  8 76.06
1 1 1.031 1 79980  8 93.62

New 

 Viega  ProPress  ball valve
 Smart  Connect feature, Zero Lead
 - For potable water applications
 - Bronze
 - Press connection, hose connection
 - Full port

Components
Lockable metal handle, stainless steel ball, 
EPDM sealing elements

 Model  2971.5ZL

P Hose Wt [lb] Quantity Part No  DG Price
½ ¾ 0.518 1 79990  8 73.80
¾ ¾ 0.670 1 79995  8 79.65

New 

* coming soon


